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‘’Nature is not a place to visit. It is home ’’



HAKKIMIZDA

ABOUT US

	 Özeller	;	Özeller	Madencilik	Ltd.	Şti.	Ocak	ve	üretici	firma,	Özeller	Doğaltaş	San.	ve		Dış	Ticaret	Ltd.	Şti.	

ihracat	firması	olarak	iki	firmadan	oluşmaktadır.	Özeller;	mermer	sektörüne	1996	yılında	Ocak	işletmeciliği	ile	

girmiştir. 

	 Özeller,	2000	yılında	Burdur	Bucak	ilçesinde	en	son	teknoloji	ile	üretim	yapan	fabrikası	faaliyete	geçmiş	

olup	;	

fabrikada	başta	Olympos	Beige	ve	Silver	Shadow	olmak	üzere	diğer	mermerler	işlenmektedir.	

Teknoloji	ve	tecrübeli	personel	ile	bütünleşen	fabrikamızda	işlenen	ürünlerin	%90’ı	Özeller	firmasının	ihracat	şirketi		

	 Özeller	Doğaltaş	San.	ve		Dış	Tic.	Ltd.	Şti.	ile	dünyada	5	kıtaya	ihraç	edilmektedir.	Mermerin	doğadan	çıkıp	

insanla	kucaklaşmasına	varan	yolculuğunda	iki	koldan	çalışmalarını	sürdüren 

	 Özeller	;	üretim	ve	ihracat	alanlarında	bir	bütün	oluşturup	siz	değerli	müşterilerine	kusursuz	hizmet	

vermeye	devam	etmektedir.

	 Ozeller	consists	of	Ozeller	Madencilik	Limited	&	Ozeller	Natural	Stone	Limited	commenced	its	quarry 

operation	in	1996	and	the	tile	factory	started	its	operation	in	Bucak	in	2000.The	current	capacity	is	360.000 

m2	tiles	per	annum.	Although	Olympos	Beige	and	Silver	Shadow	are	the	main	types	of	stone	processed	at	the 

factory	,	other	colours	of	marble	are	also	cut	on	demand. 

	 Ozeller	can	confidently	offer	cost	effective	cut	to	size	requirements	for	the	export	market.With	its	ex-

perienced	personel	and	modern	technology,Ozeller	successfully	exports	ninety	percent	of	its	production	around	

the	globe. 

	 Ozeller	Natural	Stone	Limited	is	the	marketing	arm	of	the	company.It	closely	works	with	its	customers	

to	understand	the	type	of	stone	,	colours	and	finishes	required	in	their	markets.	Ozeller	Natural	Stone	currently 

services	its	customer’s	needs	in	five	different	continents.The	current	structure	of	the	two	companies	allows	the	

customers	one	stop	shopping.	In	addition	to	this	organisational	advantage	the	professionalism	and	the	busi-

ness	ethics	of	the	management	offer	a	win	–	win	situation.Ozeller	understands	the	importance	of	service	and	

tries	to	excel	as	its	local	and	export	market	share.
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FACTORY www.ozellermarble.com www.ozellermarble.com
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Olympos Beige Quarry
Kumluca
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QUARRY www.ozellermarble.com
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TILES & PAVERS & MOSAICS



French Pattern Set

Block

Slabs

Available Sizes
7,5 x 15 3'' x 6''

15 x 15 6'' x 6''

10 x 10 4'' x 4 ''

10 x 30,5 4'' x 12''

15 x 30,5 6'' x 12 ''

20,3 x 20,3 8'' x 8''

20,3 x 40,6 8'' x 16''

40,6 x 40,6 16''x 16''

40,6 x 61 16''x 24''

40,6 x 81,2 16''x 32''

45,7 x 45,7 18''x 18''

20,3 x 45,7  8'' x 18''

45,7 x 91,4 18''x 36''

30,5 x 30,5 12''x 12''

30,5 x 45,7 12''x18''

30,5 x 61 12'' x 24''

61 x 61 24'' x 24''

61 x 91,5 24'' x 36''

FRENCH PATTERN SET

MINI PATTERN SET

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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2 cm Slabs 
3 cm Slabs

ELEGANCE
Olympos	Beige	Polished

Olympos	Beige	
Polished



French Pattern Set

Block

Slabs

Available Sizes
7,5 x 15 3'' x 6''

15 x 15 6'' x 6''

10 x 10 4'' x 4 ''

10 x 30,5 4'' x 12''

15 x 30,5 6'' x 12 ''

20,3 x 20,3 8'' x 8''

20,3 x 40,6 8'' x 16''

40,6 x 40,6 16''x 16''

40,6 x 61 16''x 24''

40,6 x 81,2 16''x 32''

45,7 x 45,7 18''x 18''

20,3 x 45,7  8'' x 18''

45,7 x 91,4 18''x 36''

30,5 x 30,5 12''x 12''

30,5 x 45,7 12''x18''

30,5 x 61 12'' x 24''

61 x 61 24'' x 24''

61 x 91,5 24'' x 36''

FRENCH PATTERN SET

MINI PATTERN SET

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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2 cm Slabs 
3 cm Slabs

Olympos	Beige	Honed
Olympos	Beige	
Honed
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French Pattern Set

Block

Slabs

Available Sizes
7,5 x 15 3'' x 6''

15 x 15 6'' x 6''

10 x 10 4'' x 4 ''

10 x 30,5 4'' x 12''

15 x 30,5 6'' x 12 ''

20,3 x 20,3 8'' x 8''

20,3 x 40,6 8'' x 16''

40,6 x 40,6 16''x 16''

40,6 x 61 16''x 24''

40,6 x 81,2 16''x 32''

45,7 x 45,7 18''x 18''

20,3 x 45,7  8'' x 18''

45,7 x 91,4 18''x 36''

30,5 x 30,5 12''x 12''

30,5 x 45,7 12''x18''

30,5 x 61 12'' x 24''

61 x 61 24'' x 24''

61 x 91,5 24'' x 36''

FRENCH PATTERN SET

MINI PATTERN SET

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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2 cm Slabs 
3 cm Slabs

Olympos	Beige	Brushed
Olympos	Beige	
Brushed



Available Sizes
7,5 x 15 3 '' x 6 ''

15 x 15 6 '' x 6 ''

10 x 10 4 '' x 4 ''

20,3 x 20,3 8'' x 8''

40,6 x 40,6 16'' x 16''

40,6 x 61 16'' x 24''

45,7 x 45,7 18'' x 18''

30,5 x 30,5 12'' x 12''

15,25 x 30,5 6'' x 12''

61 x 61 24'' x 24''

61 x 91,5 24'' x 36''

FRENCH PATTERN SET

MINI PATTERN SET

French Pattern Set

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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Olympos	Beige	
TumbledOlympos	Beige	Tumbled

DURABILITY 



Available Sizes
7,5 x 15 3 '' x 6 ''

15 x 15 6 '' x 6 ''

10 x 10 4 '' x 4 ''

20,3 x 20,3 8'' x 8''

40,6 x 40,6 16'' x 16''

30,5 x 61 12'' x 24''

40,6 x 61 16'' x 24''

45,7 x 45,7 18'' x 18''

30,5 x 30,5 12'' x 12''

15,25 x 30,5 6'' x 12''

15,25 x 15,25 6'' x  6''

61 x 61 24'' x 24''

FRENCH PATTERN SET

MINI PATTERN SET

French Pattern Set

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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Olympos	Beige	
Sand-BlastedOlympos	Beige	Sand-Blasted
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Available Sizes
7,5 x 15 3 '' x 6 ''

15 x 15 6 '' x 6 ''

10 x 10 4 '' x 4 ''

20,3 x 20,3 8'' x 8''

40,6 x 40,6 16'' x 16''

30,5 x 61 12'' x 24''

40,6 x 61 16'' x 24''

45,7 x 45,7 18'' x 18''

30,5 x 30,5 12'' x 12''

15,25 x 30,5 6'' x 12''

15,25 x 15,25 6'' x  6''

61 x 61 24'' x 24''

FRENCH PATTERN SET

MINI PATTERN SET

French Pattern Set

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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Olympos	Beige	Sand-Blasted	&	Brushed
Olympos	Beige	
Sand-Blasted	&	Brushed



Available Sizes
7,5 x 15 3 '' x 6 ''

15 x 15 6 '' x 6 ''

10 x 10 4 '' x 4 ''

20,3 x 20,3 8'' x 8''

40,6 x 40,6 16'' x 16''

30,5 x 61 12'' x 24''

40,6 x 61 16'' x 24''

45,7 x 45,7 18'' x 18''

30,5 x 30,5 12'' x 12''

15,25 x 30,5 6'' x 12''

15,25 x 15,25 6'' x  6''

61 x 61 24'' x 24''

FRENCH PATTERN SET

MINI PATTERN SET

French Pattern Set

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579
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Olympos	Beige	Bush	Hammered
Olympos	Beige	
Bush	Hammered
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Olympos	Beige	Splitface	Mosaic

Olympos	Beige	Mosaic	
Splitface

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579

1” x 1”                  2,3 x 2,3   
1” x 2”                  2,3 x 4,8
2” x 2”                  4,8 x 4,8  
2” x 4”                  4,8 x 9,6                                             

Available Sizes



 29 28

Olympos	Beige	Polished	Mosaic

Olympos	Beige	Polished	
Mosaic

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579

1” x 1”                  2,3 x 2,3   
1” x 2”                  2,3 x 4,8
1” x 3”                  2,3 x 9,6                         
2” x 2”                  4,8 x 4,8  
2” x 4”                  4,8 x 9,6 
Mini Versailles Set
Herringbone
Hexagon
Random Linear  
Basket Weave                                          

Available Sizes



Available Sizes
7,5 x 15  3''x 6''

15 x 15  6 ''x 6''

10 x 10  4''x 4''

10 x 30,5  4''x12''

15 x 30,5  6'' x 12 ''

20,3 x 20,3   8''x 8''

20,3 x 40,6   8''x 16''

40,6 x 40,6 16'' x 16''

40,6 x 61 16'' x 24''

40,6 x 81,2 16'' x 32''

45,7 x 45,7 18'' x 18''

20,3 x 45,7   8'' x 18''

45,7 x 91,4 18'' x 36''

30,5 x 30,5 12'' x 12''

30,5 x 45,7 12'' x18''

30,5 x 61 12'' x 24''

61 x 61 24'' x 24''

61 x 91,5 24'' x 36''

FRENCH PATTERN SET

MINI PATTERN SET

Physical And Mechanical Properties
Metric System SI System Standard

Density gr/cm³ 2.838±0,01 kg/m³ 2.838±10 TS EN 1936

Real Porosity % 4,11 % 4,11 TS EN 1936

Water Absorption 
Coefficient by Capillarity g/m2.s0,5 7,29±1,3 g/m2.s0,5 7,29±1,3 TS EN 1925

Compressive Strength Kg/cm2 953±151 Mpa 93,4±14,8 TS EN 1926

Compressive Strength 
after Freeze-thaw (12cyc.) Kg/cm2 787±121 Mpa 77,2±11,8 TS EN 12371

Hardness Mohs 3 - 3,5 Mohs 3 - 3,5 TS 6809
Water Vapour Resistance 
Factor (dry) μ-değeri 283 μ-değeri 283 TS EN 12524

Thermal Conductivity (k) W/m.K 2,57 W/m.K 2,57 TS EN 12524

    Abrasion Strength (Method-B/Bohme) cm3/50cm2 10,41±1,5 cm3/50cm2 10,41±1,5 TS EN 14157

   P-Wave Velocity m/s 5561±214 m/s 5561±214 TS EN 14579
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French Pattern Set

Block

Slabs

2 cm Slabs 
3 cm Slabs

Silver	Shadow	Polished

Silver	Shadow
PolishedNOBILITY 
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OUTDOORS
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Wall	Stones	 Wall	Stone
Split	Face

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579

7,5  x 18 x 20-50 cm
15  x 18 x 20-50 cm
22,5 x 18 x 20-50 cm

Available Sizes
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Block	Step Block	Step

Properties Unit Value Test  Method
Moh’s Hardness Index - 3-4 TS 6809

Apparent Density kg/m³ 2700±3 TS EN 1936

Real Density kg/m³ 2720±16 TS EN 1936

Water absorption at atmospheric % 0,15±0,03 TS EN 13755

Open Porosity % 0,41±0,07 TS EN 1936

Total Porosity % 0,74 TS EN 1936

Ratio of Fullness % 99,26 TS 699

Flexural Strength Under Constant MPa 12,41±1,29 TS EN 13161

Flexural Strength Under Concentrated MPa 11,64±1,02 TS EN12372

Uniaxial Compressive Strength MPa 131±16 TS EN 1926

Abrasion Resistance (Method B-Bohme) cm2/50 cm2 7,93±0,53 TS EN 14157

Impact Resistance MPa 0,69±0,36 TS 699

P- Wave Velocity km/s 6,353±0,075 TS EN 14579

15 x 35 x 100 cm
15 x 35 x 120 cm
15 x 35 x 150 cm

Available Sizes
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Kerb

Corner	Stone

  5 x 5 x 20 cm
10 x 10 x 20 cm
15 x 15 x 20 cm

15 x 20 x 30 - 40 -50 - 60
15 x 25 x 30 - 40 -50 - 60

7,5-8 x 10 x 10 cm

Cube

Outdoor	Collections

Available Sizes

Available Sizes

Available Sizes
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Wall	Coping

3 x 30 x 45-60-100-120 cm
3 x 35 x 45-60-100-120 cm

5 x 26 x 50-100 cm
5 x 30 x 50-100 cm
6 x 26 x 50-100 cm
6 x 30 x 50-100 cm

Available Sizes

Available Sizes

Pool	Coping

Wall	Coping

Pool	Coping
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Test No Test 1 Test 2 Test 3 Test 4 Test 5 Test 6

Numune Boyutu(mm)
(Sample Size) 200x200x20 200x200x20 200x200x20 200x200x20 200x200x20 200x200x20

Kütle Kaybı (%)
(Loss in Mass) -0,02 0,03 0,03 0,02 0,01 0,06

Ortalama Sonuç (%)
(Avarage Result) 0,02

Standart Sapma
(Standard Deviation) 0,03

Oksitlenme
(Oxidation) Yok Yok Yok Yok Yok Yok

Renk Değişimi
(Discoloration) Yok Yok Yok Yok Yok Yok

Beneklerin Görünümü
(Appearance of Spots) Yok Yok Yok Yok Yok Yok

Kırık Çatlak Durumu
(Status of the Crack) Yok Yok Yok Yok Yok Yok

Pullanma veya Eksfolyasyon
(Exfoliation) Yok Yok Yok Yok Yok Yok

Şişme-Kabarma
(Swelling and Blistering)

Yok Yok Yok Yok Yok Yok

Test No Test 1 Test 2 Test 3 Test 4 Test 5 Test 6

Numune Boyutu(mm)
(Sample Size) 40x40x40 40x40x40 40x40x40 40x40x40 40x40x40 40x40x40

Sonuç (%) 
(Result) 0,015 -0,041 -0,026 -0,035 -0,025 0,037

Ortalama Değer (%) 
(Average Value) -0,012

Standart Sapma
(Standard Deviation) 0,031

Test No Test 1 Test 2 Test 3 Test 4 Test 5 Test 6 Test 7 Test 8 Test 9 Test 10

Numune Boyutu(mm)
(Sample Size) 50,8x50,5 50,8x50,3 50,5x50,5 50,5x50,3 50,3x50,4 50,5x50,8 50,8x50,2 50,8x50,4 50,5x50,5 50,3x50,5

Kırılma Yükü (kN)
(Breaking Load) 335,71 482,89 363,14 380,71 260,10 323,52 338,76 334,99 248,17 310,79

Sonuç (MPa)
(Result) 134 193 145 152 104 129 136 134 99 124

Ortalama Değer (MPa)
(Average Value) 135

Standart Sapma
(Standard Deviation) 26

Kütle Kaybı (%)
(Loss in Mass) 0,02 0,04 0,01 0,05 0,06 0,01 0,03 0,02 0,04 0,01

Kütle Kaybı Ortalama Değer (%)
(Average Value of Loss in Mass) 0,03

TEST / ANALİZLER
Test / Analysis
*Tuz buharıyla yıpranmaya karşı direncin tayini
(Determination of resistance to ageing by salt mist)

TEST / ANALİZLER
Test / Analysis
*Tuz kristallenmesine direncin tayini
(Determination of resistance to salt crystallization)

TEST / ANALİZLER
Test / Analysis
*Don tesirlerine dayanıklılık ve don sonrası basınç dayanımı deneyi (48 döngü)
(Determination of frost resistance)(48 Cycle)

TEST / ANALİZ METODU
Test / Analysis Method
TS EN 14147

TEST / ANALİZ METODU
Test / Analysis Method
TS EN 12370

TEST / ANALİZ METODU
Test / Analysis Method
TS EN 12371
(Madde7.3.1.1 ve Madde7.3.1.2)
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Packing

www.ozellermarble.com
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Çamlıca mah. 1763 sok. No:3 

Bucak / Burdur / TÜRKİYE

+90 248 317 12 80    

+90 248 317 12 84

 info@ozellermarble.com

Özeller Doğaltaş San. ve Dış Ticaret Ltd. Şti.

www.ozellermarble.com
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